
Toplam Elektrik Gücü (kW)
Toplu: 0,37
Bantlı: 0,87
Kablo : 5x2,5 mm²
5x16A Priz
3x20A Sigorta

Electrical Power (kW)
Collective: 0,37
Banded: 0,87
Cable : 5x2,5 mm²
5x16A Plug
3x20A Fuse
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MODEL SMALL 6 SMALL 8 SMALL 10 LARGE 6 LARGE 8 LARGE 10

Hamur Kapasitesi (Adet)                                                   
Capacity Of Dough (Pcs)                                   144 192 240 240 320 400

Salıncak Sayısı                                                                                               
Number of Swings      24 24 24 40 40 40

Salıncaktaki File Sayısı                                                                                            
Number of Nettings in 
Each Swing

6 8 10 6 8 10

Hamur Ağırlığı (gr)                                                                                                  
Dough Weight (gr)     100-1500

File Ölçüsü (mm)                                                                                                 
Netting Diameter (mm) 190x190

Dinlendirme Zamanı (dk.)
Proofing Time (min.) 1 - 5 1 - 6,5 1 - 8 1,5 - 8 1,5 - 10 1,5 - 13,5

Genişlik - A (mm)                                                                                        
Width - A (mm) 1650 2020 2400 1650 2020 2400

Derinlik - B (mm)                                                                                             
Depth/Length - B (mm) 1670 1670 1670 2290 2290 2290

Yükseklik - C (mm)                                                                                              
Height - C (mm)     2300 2300 2300 2300 2300 2300

Hamur Girişi - D (mm)                                                                                      
Dough Input - D (mm)         

Toplu Sistem / Collective System : 1030 
Bantlı Sistem / Banded System : 910

Hamur Çıkışı - E (mm)                                                                                        
Dough Output - E (mm)          

Toplu Sistem / Collective System : 1270 
Bantlı Sistem / Banded System : 1480

Elektrik Gücü (kw)                                                                                          
Electrical Power (kw)       

Toplu Sistem / Collective System : 0,37 
Bantlı Sistem / Banded System : 0,87

Makine Ağırlığı (kg)                                                                                             
Weight of Machine (kg) 725 805 870 985 1066 1135

•  Taşıma filelerinin plastik ve değiştirilebilir olması ile kolay ve 
hijyenik temizlik sağlanır.

•  Şeffaf kapalar sayesinde hamurun hareketi kolayca 
gözlenebilmektedir.

•  Tekerlekleri sayesinde istenilen yere kolayca hareket ettirilebilir. 

•  Hamur kapasitesi 144, 192, 240, 240, 320 ve 400; dinlendirme 
kapasitesi saatte 1700-1900 adettir.

• Bantlı sistem opsiyoneldir.

•  It can provide simple and hygienic work flow thanks to its plastic and 
changeable nettings. 

•  The dough movement can be watched easily thanks to the 
transparent covers.

•  It can be moved easily thanks to its wheels. 

•  Dough capacity is 144, 192, 240, 240, 320 and 400 pieces. Proofing 
capacity is between 1700-1900 pieces per hour.   

• Tape system is optional.

ARA DİNLENDİRME MAKİNESİ
DOUGH PROOFING MACHINE


